
High-Tech Hose and Hydraulics 
Custom Hose Assembly Guide 

When purchasing a custom hose assembly from the Hthoses online store it 
is important to understand how the assembly is created in the shop. This 
will help avoid any mistakes and ensure you get the exact hose assembly 
you need to get your equipment back up and running.  This is a complete 
guide on how to properly order. 

 
 

1) Locate the Custom Hose Assembly on the homepage and click SHOP 
NOW. 
 
 

 
 

2) Choose the hose you wish to build a custom assembly with. (in this 
example we will use the r16-04 hose, but the process is the same for 
all hoses) Click the Select options button to customize. 



  
 

3) The first step in building you new custom hose assembly is properly 
identifying which fittings you need on the assembly and matching 
them up to our part numbers.  To do this we need to know how are 
part numbers translate. (skip to step 4 if you know how to idenitfy 
the part #’s) 

 
The green Box indicates the type of fitting (either 1-piece or 2-piece) 
BW23= 1-piece fitting and 23= 2-piece fitting *Note when purchasing 
a 2-piece fitting you will also need to buy the correct ferrule.  
Check the description of the ferrules in the shop to see which hose 
they are for. 
 
The Yellow Box indicted the dash size of the hose (see dash chart 
below) 
 
The Blue Box indicates the dash size and style of the fitting (see 
abbreviation chart below) 
 
Below is a Chart that explains the Dash sizes  
-2 1/8 inch 
-3 3/16 inch 
-4 ¼ inch 
-5 5/16 inch 
-6 3/8 inch 
-8 ½ inch 



-10 5/8 inch 
-12 ¾ inch 
-16 1 inch 
-20 1-1/4 inch 
-24 1-1/2 inch 
-32 2 inch 
-36 2-1/4 inch 
-40 2-1/2 inch 
-48 3 inch 
-56 3-1/2 inch 
-64 4 inch 

 
  
Below is a chart that explains the abreviations in our part #’s 
(located at the end of the part #). 
FJ Female JIC 
Fj45 Female JIC 45º Elbow 
FJ90 Female JIC 90º Elbow 
FJ90s  
FJ90l 

Female JIC 90º Elbow (short) 
(Long) 

MJ Male JIC 
FPX Female Pipe Swivel 
MP Male Pipe 
MPX Male Pipe Swivel 
OFT Female O-ring Face Seal 
OF45 Female O-ring Face Seal 45º 

elbow 
OF90 Female O-ring Face Seal 90º 

Elbow 
OFTM Male O-ring Face Seal 
RA Boss O-ring 
RAX Boss O-ring Swivel 
RAX90 Boss O-ring Swivel 90º Elbow 
JIS Female JIS 60 º cone 
DLF Female DKO-L Metric (light) 
DLF45 Female DKO-L Metric 45º Elbow 

(light) 
DLF90 Female DKO-L Metric 90º Elbow 

(light) 
DLM Male DKO-L Metric (light) 
DHF Female DKO-S Metric (heavy) 
DHF45 Female DKO-S Metric 45º Elbow 

(heavy) 
DHF90 Female DKO-S Metric 90º Elbow 

(heavy) 
DHM Male DKO-S Metric (heavy) 
BSPXF Female British Pipe Swivel 
BSPXF45 Female British Pipe Swivel 45º 

Elbow 



BSPXF90 Female British Pipe Swivel 90º 
Elbow 

PA Code 61 Flange 
PA45 Code 61 Flange 45º Elbow 
PA90 Code 61 Flange 90º Elbow 
PH Code 62 Flange 
PH45 Code 62 Flange 45º Elbow 
PH90 Code 62 Flange 90º Elbow 
Koma Komatsu 30º seat 

 
4) Now we can select the correct fittings for your new hose assembly.  

This is done by selecting the left and right fitting options in the 
shop. 

 
 

5) This next step is only necessary if you are purchasing a hose 
assembly with more than one 45º or 90º fitting. Since 45º and 90º 
fittings need to be facing in the proper directions to allow proper 
installation.  We utilize this section to allow you to tell us how to 
arrange the fittings.  This is done by holding up your hose and 
pretending to look through.  Now imagine the hose is a clock, Keep 
one fitting at 12 o’clock and the other should be facing another 
hour on a clock. That is how we identify the fitting orientation. 
Simple put 12-1,12-2,12-3…. Based off where the fittings lay. The 
example below would be a 12-9 configuration. 

  
 
 
 
 



6) Now that the hard part is done you can choose different upgrade 
options for your hose.  The first option is to Ultra Clean your new 
hose assembly.  The second option to wrap the hose in a woven nylon 
sleeve.  Neither of these options are necessary to complete your 
hose assembly but are highly recommended to prolong the life of 
your hose and system. 

7) Finally, we’re at the section where you specify what length you want 
your new hose assembly to be.  This requires two steps to be 
completed.  The first being entering the exact end-to-end length of 
your hose assembly in inches. (This will not affect the price of your 
hose assembly it is a guide for us to make your hose assembly to the 
perfect size.  If left blank, we will create the assembly to the 
length in feet.) 
Next you will need to convert your end-to-end length from inches 
into the nearest foot and enter that number into the quantity 
section next to the add to cart. (Note: this is where you will be 
charged for the length of your hose assembly.  If filled out 
incorrectly we will not be able to make the proper hose assembly.  
We ask that everyone rounds to the nearest foot please check the 
rounding guide below and follow the increments for larger sizes.)  
0-12 inches 1 foot 
13-24 inches 2 foot 
25-36 inches 3 foot 
37-48 inches 4 foot 
49-60 inches 5 foot 
61-72 inches 6 foot 
73-84 inches 7 foot 
… … 

If your hose assembly is only 1-4 inches over the nearest foot, we 
ask that you round down.  This is done so you do not have to pay for a 
extra foot of hose when you only need a few inches. See the 
examples below to properly input the length of your hose assembly. 

 
 
 
 

Specific 
Length Hose Length Rounded Down 

Specific 
Length Hose Length Rounded Up 



 
 
You have now successfully created your new custom hose assembly.  
Just add the assembly to your cart and you’re ready to check out or 
continue shopping. (Note making the quantity next to the add to cart 
button is not for multiple hose assemblies.  You will have to create 
each hose assembly individually even if they are the same assembly.) 
 
Still having trouble? That is not a problem, please call us at (843) 
764-9929 with all of you questions and a High-Tech team member will 
be glad to answer any and all questions. 


